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EXECUTIVE SUMMARY

This document contains an Air Sampling Protocol for conducting monitoring to evaluate
potential exposures to short-term concentrations of smoke and haze special effects in theatrical
productions.  The purpose of this document is to provide a specific methodology (including
calibration procedures for a real-time air monitor) to be used in determining whether air
concentrations in areas of a stage exceed the Guidance levels recommended in a recent Health
Effects Study (Mt. Sinai and ENVIRON 2000). 

The manner in which this Protocol is implemented will depend on the status of the
choreography and blocking development:  

• For a production in which the blocking has already been established and Actor
positions on-stage are already known, this Protocol can be used to determine whether
any of these Actors are situated at locations where the Guidance levels would be
exceeded.  

• For a production in which the blocking has not already been established, this Protocol
can be used to develop a map of locations and timing guidelines in order to avoid
peak exposures to Actors.  The amount of monitoring required for this second
scenario would be greater than that required under the first scenario.

No monitoring would be necessary for productions that are able to block their shows in
accordance with the Equipment-Based Guidelines developed by ENVIRON (2001).  
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I.  INTRODUCTION

A. Background

In 1997-99, at the request of Actors’ Equity Association (AEA) and the League of
American Theaters and Producers (LATP) and with the support of the Equity-League Pension
and Health Trust Funds, investigators from the Mount Sinai School of Medicine (Mt. Sinai) and
ENVIRON International Corporation (ENVIRON) conducted a study to determine whether the
use of smoke, haze, and pyrotechnics special effects in theatrical musical productions is
associated with a negative health impact in Actors.  This effort was initiated in response to
ongoing concerns by Actors that the use of these theatrical effects may have an impact on their
health.  The results of this study were presented in the report Health Effects Evaluation of
Theatrical Smoke, Haze, and Pyrotechnics (Mt. Sinai and ENVIRON 2000).

The results of the Mt. Sinai/ENVIRON study indicate that there are certain health effects
associated with Actors exposed to elevated or peak levels of glycol smoke and mineral oil.
However, as long as peak exposures are avoided, Actors’ health, vocal abilities, and careers
should not be harmed.  Pyrotechnics as used on Broadway at the time of the study did not have
an observable effect on Actors’ health.  

Mt. Sinai and ENVIRON recommended the following guidance levels with respect to
glycols and mineral oil:

• The use of glycols should be such that an Actor’s exposure does not exceed 40
milligrams per cubic meter (mg/m3).  

• Mineral oil should be used in a manner such that an Actor’s exposure does not exceed
a peak concentration of 25 mg/m3.  

• For chronic exposures to mineral oil, the existing standards established for oil mists
(5 mg/m3 as an eight-hour time-weighted average) should also be protective for
Actors in theatrical productions. 

ENVIRON has prepared a set of two reports that can be used to ensure that Actor
exposures do not exceed the guidance levels – an Equipment-Based Guidelines document
(ENVIRON 2001) and this Air Sampling Protocol:

• Equipment-Based Guidelines document – The Equipment-Based Guidelines provide
conservative Guidelines on the distance (with respect to the discharge point on the
equipment) and length of time that concentrations exceeding the peak guidance levels
may occur for various use patterns.  These Guidelines could be used in staging
performances in lieu of conducting stage-specific testing.
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• Air Sampling Protocol document – This Air Sampling Protocol provides detailed
procedures for conducting theater- and production-specific monitoring.  Monitoring
conducted in accordance with the Air Sampling Protocol can be used to evaluate
potential exposures to short-term concentrations of smoke and haze special effects for
theatrical productions where the Equipment-Based Guidelines are not applicable.
This includes productions that use smoke/haze equipment or fluids other than those
for which Equipment-Based Guidelines have been provided in this document, or
productions that use equipment or fluids that are included in these Equipment-Based
Guidelines, but under conditions other than those utilized in developing the
Guidelines.

B. Purpose and Objectives

Based on the results of the health effects study, ENVIRON has developed this Air
Sampling Protocol for conducting monitoring to evaluate short-term (i.e., immediately following
cue release) air concentrations.  This Air Sampling Protocol presents the technical approach for
conducting monitoring to evaluate potential exposures to short-term concentrations of smoke and
haze special effects in theatrical productions.  This Protocol consists of the following four
chapters:

I. Purpose of the sampling
II. Sampling methodology, including selection of the chemicals to be sampled,

sampling equipment, selection of scenes to be sampled, sampling procedures
III. Laboratory analysis
IV. Data analysis

The manner in which this Protocol is implemented will depend on the status of the
choreography and blocking development:  

• For a production in which the blocking has already been established and Actor
positions on-stage are already known, this Protocol can be used to determine whether
any of these Actors are situated at locations where the guidance levels would be
exceeded.  

• For a production in which the blocking has not already been established, this Protocol
can be used to develop a map of locations and timing guidelines in order to avoid
peak exposures to Actors.  

The amount of monitoring required for the second scenario would be greater than that required
under the first scenario.

C. Sampling Protocol Overview

The Air Sampling Protocol involves a general procedure for measuring peak
concentrations using a real-time personal aerosol monitor that has been properly calibrated for
the smoke/haze-generating equipment used in a particular production.  This Protocol also
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includes a methodology for calibrating the aerosol monitor for various smoke/haze machine-fluid
combinations and collecting the measurements necessary to identify potential peak exposures
that exceed the guidance levels.  

The procedures described in this Protocol should be conducted by an individual with
suitable training or experience in industrial hygiene sampling and data analysis.1  Personnel from
ENVIRON can be contacted to discuss or conduct air sampling in accordance with this Protocol
at the following addresses:

ENVIRON International Corporation
274 Main Street, P.O. Box 1220
Groton, Massachusetts 01450
978/448-8824 (phone)
978/448-8825 (fax)
Attention:  Dr. Alan Kao (akao@environcorp.com)

ENVIRON International Corporation
214 Carnegie Plaza
Princeton, New Jersey 08540
609/452-9000 (phone)
609/452-0284 (fax)
Attention:  Dr. Joseph Highland (jhighland@environcorp.com)

Alternatively, a directory of consulting firms with personnel trained in industrial hygiene
throughout the United States can be found in the American Industrial Hygiene Association
(AIHA) web site (www.aiha.org). 

This Protocol has been written to be as explicit as possible.  However, certain aspects of
the Protocol will require professional judgment in order to conduct the sampling properly (e.g.,
whether the level of smoke output appears to be “relatively low”).  It is advised that experienced
theatre personnel familiar with the operation of these smoke/haze machines be consulted in
implementing this Protocol.

                                                
1 The person conducting the sampling should be familiar with the general principles of industrial hygiene and the
procedures described in this Protocol.  As described in this Protocol, the sampling procedure includes the calibration
of an aerosol monitor and real-time monitoring using the aerosol monitor.  For certain smoke/haze machines and
fluids, calibration factors have already been developed (see Equipment-Based Guidelines, ENVIRON 2001), and the
calibration step is not necessary.  If only monitoring is necessary (i.e., no calibration factors need to be developed),
the person conducting the testing should be familiar with the procedures necessary to operate and zero the aerosol
monitor.  If full testing is conducted (i.e., calibration and monitoring), the person conducting the testing should also
be knowledgeable on the procedures for calibrating an air sampling pump, selection and handling of sampling
media, selection of laboratories, packaging and shipment of sampling media, and statistical analysis (linear
regression).  
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II.  SAMPLING METHODOLOGY

A. Selection of Chemicals to be Sampled

The chemicals used to produce theatrical effects included in this Protocol are (1) glycols
for smoke generation, and (2) mineral oil used for a haze effect.

1. Glycols

Mixtures of various glycols are used to generate smoke effects.  Glycol aerosols
are generated by heating a glycol/water solution and feeding the vapor through a critical
flow orifice.  The glycol solutions currently used to generate smoke effects consist of
mixtures of 1,3-butylene glycol (BG), diethylene glycol (DEG), propylene glycol (PG),
dipropylene glycol (DPG), triethylene glycol (TEG), and water.  Upon entering the
atmosphere, the vapor condenses rapidly to form fine droplets, producing a visible
aerosol.  The particles subsequently revolatilize into the vapor phase and dissipate.  

2. Mineral Oil 

A haze-like effect can be produced by generating an aerosol of mineral oil.  Oil
mist effects are generated by “cracking” a USDA approved food or pharmaceutical grade
mineral oil through a dispersion system using high-pressure air.  Haze machines
(“hazers”) typically produce a fairly uniform particle size distribution with aerodynamic
diameters ranging from 0.1 to 1.0 micrometers (µm).  The haze particles will dissipate via
room ventilation. 

While other chemicals may be available currently or in the future for generating smoke and haze
effects (e.g., glycerol), these chemicals were not included in the Mt. Sinai/ENVIRON study.
Thus, the conclusions and guidance levels developed from the Mt. Sinai/ENVIRON study will
not necessarily be applicable to these alternative chemicals.  Comparable guidance levels could
be developed for alternative chemicals upon request through an appropriate health effects
evaluation.

B. Sampling Equipment and Materials

Monitoring of short-term concentrations will be performed using portable real-time
aerosol monitors.  This Protocol is based on the use of a personalDataRAM Model PDR-1000
manufactured by Monitoring Instruments for the Environment, Inc. (MIE).2  The PDR-1000 is a
high sensitivity nephelometric (i.e., photometric) monitor that uses a light scattering sensing
chamber to measure the concentration of airborne particulate matter (liquid or solid), providing a
direct and continuous readout as well as electronic logging of the data.  
                                                
2 The PDR-1000 aerosol monitor can be purchased directly from MIE (781/275-1919 or www.mieinc.com).
Alternatively, PDR-1000 aerosol monitors can be rented from Response Ashtead Technology (800/242-3910 or
www.ashtead-technology.com).  
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Glycols.  Once generated, glycol aerosols are very dynamic (i.e., changing rapidly with
time) with respect to particle size and abundance.  The glycols rapidly evaporate from the surface
of the droplets, resulting in reduced particle size and, eventually, complete vaporization of the
aerosol.  Based on equipment testing data collected by ENVIRON, a relatively stable presence of
glycol aerosol can be measured while a smoke machine is in operation and for approximately
one to two minutes after the smoke is no longer emitted.  After this short period of time, the
aerosol will have vaporized and will no longer be detectable with an aerosol monitor.  However,
because this Protocol is designed for measuring short-term concentrations immediately following
the release of glycol aerosols from a smoke machine (as opposed to an aged aerosol), the real-
time aerosol monitor readings are appropriate surrogates for total glycol levels prior to
vaporization.  

Mineral oil.  Mineral oil mist particles are relatively persistent in the atmosphere, and
have a longer “hang time” than glycols.  Therefore, the aerosol monitors are appropriate for
measuring short-term oil mist levels.

Aerosol monitor calibration.  The PDR-1000 aerosol monitors as obtained are typically
calibrated to Arizona road dust over a measurement range of 0.001 to 400 mg/m3.  In order to be
utilized to measure short-term glycol or oil mist concentrations, the monitors will first need to be
calibrated for the smoke or haze machines and fluids being used.  Sampling for the calibration
will be conducted in general accordance with National Institute for Occupational Safety and
Health (NIOSH) methods.

1. Glycols

To calibrate the aerosol monitors for glycols, a variation of NIOSH Method 5523
(NIOSH 1996; Pendergrass 1999) will be used.  A full description of Method 5523 is
provided in Appendix A.  In this method, a sampling pump is used to draw air through an
OSHA Versatile Sampler (OVS) trap containing two sections of XAD-7 resin (200-mg
front section, 100-mg back section, separated by a polyurethane foam [PUF] plug).  The
XAD-7 resin will be used to collect both the particulate and vapor phase of the glycol
aerosol.  A 13-mm glass fiber filter (GFF) plug precedes the front section and a PUF plug
follows the back section.

2. Mineral Oil 

To calibrate the aerosol monitors for mineral oil mist, a custom NIOSH Method
5026 (NIOSH 1994) will be used.  A full description of Method 5026 is provided in
Appendix A.  In this method, a sampling pump is used to draw air through a 37-mm
polyvinyl chloride (PVC) membrane filter (5 µm pore size), which is analyzed by
infrared spectrophotometry (IR) in conjunction with a custom bulk oil sample.
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C. Selection of Scenes to be Sampled

In order to conduct appropriate testing of a production, the technicians conducting the
testing must be familiar with the scenes and cues in which the smoke or haze effects are used.
To accomplish this, the technicians should discuss with stage managers or other theater
personnel (e.g., head electrician) the specific scenes that involve cue releases and the details of
the release (e.g., duration, direction, release height).  If possible, the technicians should view a
performance of the production (live performance or rehearsal) to understand better the nature of
the cue release and to identify Actors who are potentially receiving peak exposures.  

D. Sampling Procedures

In addition to the smoke/haze-generating equipment and fluids, the following sampling
and monitoring equipment are necessary to conduct the air sampling procedures:  

Glycol Sampling
• Three (3) portable real-time aerosol monitors (e.g., MIE pDR-1000) with zeroing

bags; 
• Three (3) personal sampling pumps capable of providing an air flow rate of 2-3 liters

per minute (lpm) (e.g., Gilian GilAir-5, SKC Aircheck Model 224-44XR, or
equivalent) and flexible tubing; 

• One (1) sampling pump calibrator (e.g., BIOS Drycal or equivalent)
• Three (3) tripods; 
• Three (3) OVS traps containing two-section sorbent bed of XAD-7 (e.g., SKC

Catalog Number 226-57)
• One (1) small glass vial;
• Cooler and ice packs 

Mineral Oil Sampling
• Three (3) portable real-time aerosol monitors (e.g., MIE pDR-1000) with zeroing

bags; 
• Three (3) personal sampling pumps capable of providing an air flow rate of 2-3 lpm

(e.g., Gilian GilAir-5, SKC Aircheck Model 224-44XR, or equivalent) and flexible
tubing; 

• One (1) sampling pump calibrator (e.g., BIOS Drycal or equivalent)
• Three (3) tripods; 
• Three (3) two-piece cassettes preloaded with 37-mm PVC filters

As discussed later in this chapter, additional OVS traps and sampling cassettes will be needed for
field and laboratory blanks.  Three aerosol monitors should be sufficient for most stages.
However, depending on the size of stage and the positioning of the cue release, more than three
aerosol monitors and sampling pumps may be necessary.  For example, if a particular scene
involves numerous drops, scrims, or other stage props that may affect the distribution of the
smoke or haze plume, additional monitors should be considered.  If more than one type of
smoke/haze-generating equipment or fluid are to be tested, the number of sampling media should
be increased accordingly.
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The sampling is to be conducted in a two-step process.  The first step involves collecting
sufficient data to calibrate the aerosol monitors for the machine-fluid combination and release
configuration of the specific production.  The second step involves using the calibrated aerosol
monitor either (1) to identify Actors, if any, who might be exposed to peak levels under current
blocking or (2) to identify areas on-stage, if any, where exceedances of the guidance levels occur
for future blocking development.  Under the latter scenario, these measurements would be used
to develop a map or guidelines for preventing peak exposures to Actors from occurring (e.g.,
areas of the stage and periods of time for Actors to avoid following cue release).

1. Aerosol Monitor Calibration

Calibration of the aerosol monitors involves collecting simultaneous
measurements with a series of sampling pumps and PDR-1000 aerosol monitors,
mounted on tripods.  As shown in Figure 1, each tripod assembly should consist of a
pump, flexible tubing, sampling media (OVS trap for glycols and cassettes for mineral
oil), and an aerosol monitor.  The sampling media should be positioned at a 45 degree
angle.  The height of the tripod should correspond with the breathing zone of a typical
Actor (i.e., approximately five feet); if the scene involves Actors lying on the floor or in
elevated positions, the monitoring height should be adjusted accordingly. 

Glycols

a) Prior to assembling the tripods, calibrate the sampling pumps to 2 lpm using
the pump calibrator.  Note the calibrated flow rates on the Pump Calibration
form (Appendix B).  Zero the aerosol monitor in accordance with the
manufacturer’s instructions.  Turn on the data logging function of the aerosol
monitor and ensure that all data logging times are synchronized.

b) Position the smoke machine on a stand that is can be adjusted to allow a
release of smoke at a height of four to five feet.  Place the tripods at various
distances from the smoke machine release nozzle, ranging from three to 20
feet.  The tripods should be placed at interval such that different readings on
the aerosol monitor would be expected while the smoke machine is operating.
Figure 2 shows an example configuration consisting of six tripods at three-
foot intervals from the smoke machine.  

c) For machines that have variable release settings, adjust the smoke machine
output to a medium setting.  Turn on all of the sampling pumps
simultaneously five to ten seconds prior to turning on the smoke machine.
Turn on the smoke machine, allow sustained smoke generation to occur for 30
seconds, and then turn off the smoke machine.  Depending on the level of
output from the machine, the smoke generation time can be adjusted upward
or downward.  For example, if the levels are high enough that the aerosol
monitor reaches its maximum reading (i.e., 400 mg/m3), the smoke generation
time can be adjusted downward.  If the levels are relatively low, the smoke
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generation time can be adjusted upward to ensure that sufficient material is
collected on the OVS trap to be detected.

d) Allow the pumps to collect air samples for one minute following the initiation
of the smoke generation.  After one minute has passed, remove the OVS trap
from the tubing and turn off the pump.  Due to the short time that the OVS
trap will be sampling (i.e., one minute), multiple technicians or assistants may
be needed to conduct this sampling (e.g., no more than two pumps for a single
technician).  Cap the OVS trap and label it so that the type of smoke machine,
glycol fluid, sampling location, and other sampling specifics can be identified.
In cases where the level of smoke generated is relatively low, the sampling
time can be extended for up to two minutes.  Sampling should not continue
longer than two minutes, as the aerosol will begin to volatilize at this point. 

e) After capping and labeling the OVS trap, place it in a cooler with ice packs.
Record all information on the calibration run on the Smoke and Haze
Equipment/PDR Calibration form (Appendix B).

f) If multiple calibration runs are being conducted, allow sufficient time between
runs for residual glycols to be removed from the testing area air by room
ventilation.  This time between runs should be sufficient to allow two air
exchanges to occur, which will depend on the ventilation rate but typically is
between 15 and 30 minutes.

g) Upon completion of the calibration runs, collect samples of each bulk smoke
fluid in small glass vials.  Using the pump calibrator, recalibrate the pumps
and record the ending flow rates on the Pump Calibration form.

h) Submit the OVS traps and bulk fluid to an appropriate laboratory for analysis
(see Chapter III).  An uncapped, unused OVS trap should also be included as a
field blank for every ten samples submitted.  A capped, unused OVS trap
should also be included as a laboratory blank for every ten samples submitted.
To calculate air volumes sampled, use the average of the starting and ending
calibrated flow rates for the appropriate pumps.

i) Upon receiving the analytical results, calculate total glycol concentrations as
described in Chapter IV.

Mineral Oil 

a) Prior to assembling the tripods, calibrate the sampling pumps to 3 lpm using
the pump calibrator.  Note the calibrated flow rates on the Pump Calibration
form (Appendix B).  Zero the aerosol monitor in accordance with the
manufacturer’s instructions.  Turn on the data logging function of the aerosol
monitor and ensure that all data logging times are synchronized.
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b) If the hazer has a horizontal release point, position the machine on a stand that
is can be adjusted to allow a release of haze at a height of four to five feet.
Place the tripods at various distances from the hazer release nozzle, ranging
from three to 20 feet.  Figure 2 shows an example configuration consisting of
six tripods at three-foot intervals from a smoke machine.  

c) If the hazer has a vertical and diffused release point (e.g., Rosco Hazemaker,
MDG Atmosphere, Reel EFX DF-50), place the hazer on the floor and
position tripods at various distances around the hazer.  Figure 3 shows an
example configuration consisting of six tripods in a three-foot interval grid
configuration around the hazer.  

d) For machines that have variable release settings, adjust the hazer output to a
medium setting.  Turn on all of the sampling pumps simultaneously five to ten
seconds prior to turning on the hazer.  Turn on the hazer, allow sustained haze
generation to occur for 30 seconds, and then turn off the hazer.  Depending on
the level of output from the machine, the haze generation time can be adjusted
upward or downward.  For example, if the levels are high enough that the
aerosol monitor reaches its maximum reading (i.e., 400 mg/m3), the haze
generation time can be adjusted downward.  If the levels are relatively low,
the haze generation time can be adjusted upward to ensure that sufficient
material is collected on the filter to be detected.

e) Allow the pumps to collect air samples for one minute following the initiation
of the smoke generation.  After one minute has passed, remove the sampling
cassette from the tubing and turn off the pump.  Cap the sampling cassette and
label it so that the type of hazer, mineral oil fluid, sampling location, and other
sampling specifics can be identified.  In cases where the level of haze
generated is relatively low, the sampling time can be extended for up to five
minutes. 

f) Record all information on the calibration run on the Smoke and Haze
Equipment/PDR Calibration form (Appendix B).  

g) If multiple calibration runs are being conducted, allow sufficient time between
runs for residual oil to be removed from the testing area air by room
ventilation.  This time between runs should be sufficient to allow two air
exchanges to occur, which will depend on the ventilation rate but typically is
between 15 and 30 minutes.  The aerosol monitors should read levels less than
1 mg/m3 before an additional run is initiated.

h) Upon completion of the calibration runs, collect samples of each bulk mineral
oil fluid in small glass vials.  Using the pump calibrator, recalibrate the pumps
and record the ending flow rates on the Pump Calibration form.
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i) Submit the sampling cassettes and bulk mineral oil fluid to an appropriate
laboratory for a custom mineral oil analysis (see Chapter III).  An uncapped,
unused cassette should also be included as a field blank for every ten samples
submitted.  A capped, unused cassette should also be included as a laboratory
blank for every ten samples submitted.  To calculate air volumes sampled, use
the average of the starting and ending calibrated flow rates for the appropriate
pumps.

The laboratory results should be used to develop the appropriate calibration
factors for the aerosol monitor as described in Chapter IV.  

2. Peak Exposure Characterization

After developing the appropriate calibration factors for each smoke or haze
machine/fluid combination being used in the production, the aerosol monitor can be used
to identify areas on-stage, if any, where exceedances of the guidance levels occur.  Each
scene involving a cue in which smoke or haze is released should be monitored.  The level
of monitoring required will depend on the blocking development status:

• For productions in which the blocking has been developed, calibrated aerosol
monitors should be placed in locations near the point of release in areas where
Actors are situated.  The monitors should be left in place as the cue is released
and for at least two minutes after the end of the cue. 

• For productions in which the blocking has not yet been developed, calibrated
aerosol monitors should be placed in locations near the point of release.  The
monitors should be left in place as the cue is released and for at least two minutes
after the end of the cue.  These data logged on the aerosol monitor can be used to
develop a map or guidelines for preventing peak exposures to Actors from
occurring (e.g., areas of the stage and periods of time for Actors to avoid
following cue release).  

The Smoke and Haze Equipment Monitoring form included in Appendix B may be used,
if appropriate.
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Figure 1.  Experimental set-up for aerosol monitor calibration, consisting of a tripod with
sampling pump, tubing, and aerosol monitor.  
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Figure 2.  Example sampling configuration consisting of six sampling/monitoring tripods
situated at three foot intervals from a smoke machine (far right).  
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Figure 3.  Example sampling configuration consisting of six sampling/monitoring tripods
situated at three-foot intervals around a vertical-release hazer (center).  
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III.  LABORATORY ANALYSES

All sample analyses should be conducted by American Industrial Hygiene Association
(AIHA) accredited laboratories3 using validated analytical methodologies.

A. Glycols

Because of the short duration during which the air sample is collected, a low limit of
quantitation (LOQ) is required for this Protocol.  The standard method for analyzing glycols is
NIOSH Method 5523 (see Appendix A).  This method involves the use of a gas chromatograph
with a flame ionization detector (GC/FID).  The method sensitivity reported by NIOSH is
between 12 and 48 µg per sample, depending on the individual glycol.  These LOQs are higher
than are required in order to characterize the stage environment adequately.  Based on
laboratory-based breakthrough and recovery testing from spiked samples conducted for this
study, Method 5523 was extended to a validated LOQ of 4.0 µg of each individual glycol per
sample.  No breakthrough was observed at flow rates of 2.0 liters per minute (lpm) for up to sixty
minutes sampling time.  Details of the extended method are provided in Appendix A.  

This improved LOQ was validated for propylene glycol, butylene glycol, diethylene
glycol, and triethylene glycol.  If other glycols are used in a smoke solution (e.g., dipropylene
glycol), the laboratory should be consulted regarding the extension of Method 5523 to obtain
improved LOQs for these other glycols.

B. Mineral Oil  

Mineral oil samples should be analyzed using a custom NIOSH Method 5026 (see
Appendix A).  This method involves analysis using infrared spectrophotometry, with a bulk
mineral oil sample used instead of a stock mineral oil standard.  A maximum LOQ of 50 µg per
sample should be used. 

                                                
3 The analytical methodologies described in this Protocol were validated by Analytics Corporation (formerly
LabCorp Analytics Laboratory) of Richmond, Virginia.
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IV.  DATA ANALYSIS

A. Development of Calibration Curves

1. Glycols

Upon completion of the aerosol monitor calibration sampling, analytical data will
be provided for air and bulk glycol samples by the laboratory.  The individual glycols
detected in the air samples should correspond to the individual glycols identified in the
bulk sample.  If glycol species are detected in the air that were not measured in the bulk
solution, the laboratory should be consulted to determine whether a glycol species has
been misidentified on the chromatogram.

After the air sampling data have been appropriately quality checked, total glycol
concentrations should be calculated.  Only the glycol species measured in the bulk
solution should be included.  If a glycol species was measured in the bulk solution, but
was not detected in the air sample, one half of the detection limit for that glycol species
should be used in calculating the total glycol concentration.

To develop a calibration curve, calculate the average aerosol monitor reading
during the period of time in which air was drawn through the OVS trap for each air
sample.  Plot the average aerosol monitor readings against the glycol concentration data.
At least three different aerosol monitor readings should be used in developing a
calibration curve.  The calibration factor is determined from the slope of the regression
curve, and can be estimated as follows:

PDR
OVSC =

where:

C = aerosol monitor calibration factor, (µg/L)/(mg/m3)
OVS = air concentration from OVS trap, µg/L
PDR = aerosol monitor reading, mg/m3

An example calibration curve is shown in Figure 4.  The data for this curve and
the calculated calibration factor are summarized in Table 1.
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TABLE 1
Summary of Data for Example Calibration Factor Calculation

Distance from Cue
Release (ft)

Average pDR
reading (mg/m3)

Average Total
Glycol Conc. (µg/L)

Calibration Factor
(µg/L)/(mg/m3)

6 403 1,266 3.14
9 386 1,114 2.89
12 263 778 2.96
15 2.8 25 8.9

Average Calibration Factor (from slope of calibration curve) 3.01

2. Mineral Oil

To develop a calibration curve for mineral oil, calculate the average aerosol
monitor reading during the period of time in which air was drawn through the sampling
cassette for each air sample.  Plot the oil mist concentration data against the average
aerosol monitor readings.  At least three different aerosol monitor readings should be
used in developing a calibration curve.  The calibration factor is determined from the
slope of the regression curve, and can be estimated as follows:

PDR
OILC =

where:

C = aerosol monitor calibration factor, (µg/L)/(mg/m3)
OIL = air concentration of mineral oil mist, µg/L
PDR = aerosol monitor reading, mg/m3

B. Characterization of Peak Exposures

After developing the appropriate calibration factors for each smoke or haze machine/fluid
combination being used in the production, the aerosol monitor can be used as described in
Chapter II to identify areas on-stage, if any, where exceedances of the guidance levels occur.
The real-time aerosol monitor readings can be converted to glycol or mineral oil concentrations
using the calibration factor:

PDRCCONC ×=

where:

CONC = air concentration of total glycols or mineral oil mist, µg/L
C = aerosol monitor calibration factor, (µg/L)/(mg/m3)
PDR = aerosol monitor reading, mg/m3
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If peak exposures to Actors are identified upon completion of the measurements, the
technicians should meet with the producers of the show to present their findings.  At this time,
discussions should be held with people involved in the productions regarding the feasibility of
various options for avoiding exposures to these peak concentrations, either through changes in
the blocking or the configuration of the cue release.  Follow-up monitoring should be conducted
if the cue release is reconfigured. 
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APPENDIX A

Sampling Methodology Documentation

• NIOSH Method 5523: Glycols
• Validated Extension of Method 5523 for Improved Limit of Quantitation
• NIOSH Method 5026: Oil mist, mineral
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